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Our mission

To provide tailor-made solutions to the environmental 
challenges and issues of various industrial sectors, 
international and national organizations

Holding of 15 business
15 Offices 
2 R&D centers
1 chemical lab
1 microbiological lab
20 waste management 
centers

Dekonta in numbers

No language barriers 
with our customers:
21 languages spoken

> 150 employees 80% hold a 
degree

> 50 patents filed by our R&D 
team

Long term vision: 
R&D spending is 9% of 

our revenue

Our services

Environmental remediation

Waste treatment and management

Consultancy services (EIA, ESIA, Feasibility studies, Risk 
assessment, Clean-up design)

24/7 Emergency response service

Research and development

Laboratory services

Equipment and technologies (Biofilters, 
Stabilisation/Solidification plant, etc.)
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HPT = Hydraulic Profiling Tool

Geoprobe Direct Sensing family
➢ HPT (Hydraulic Profiling Tool)
➢ MIP (Membrane Interface Probe)
➢ OIP (Optical Image Profiler)
➢ NMR (Nuclear Magnetic Resonance)
➢ CPT (Cone Penetration Testing)
➢ + konduktivita
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K> 2E-4 m/s
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Korelace na skutečné K
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3 typy detektorů:

PID (aromatické uhlovodíky);

FID (etheny, BTEX…);

XSD (chlorované uhlovodíky).

Další možnosti Direct Sensing
od Geoprobe

Membrane Interface Probe = MIP
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Další možnosti Direct Sensing
od Geoprobe

Optical Image Profiler = OIP
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Dual tube 
– systém pro odběr 
zemin do plastového 
lineru, který je umístěn
uvnitř soutyčí
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CONTACT

kukacka@dekonta.cz
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Dekonta, a. s. 
Volutová 2523, 158 00 Prague 5
Czech republic
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